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2026 FIA GT WORLD CUP 
MACAU, NOVEMBER 19-22 

 

From      FIA Technical Delegate Technical Bulletin 1 

To           All Competitors Date    17 July 2026 17:00 
 

 
Powertrain Performance 

 
The maximum powertrain performance is given for reference ambient conditions (Pamb 1010mb, Tamb = 
20°C, Humidity = 50%). The maximum power curve may be corrected during a competition, at the Technical 
Delegate discretion, to the ambient conditions using the correction factor as stipulated in the Control 
Diagram. 

The torquemeters measurements will be sent to the FIA datalogger by CAN in respect of the pinout 
specifications in the electronic kit. Access to the kit is protected by a password which can be requested 
from FIA Sport at bjugant@fia.com. 

 
https://fiabox.fia.com/views/public/lienPublic.xhtml?id=12463&hash=f0a6566e8dd02ff7dd09a95c9cb6a89c5

0683e4a 
 

POWER check: 
• The power will be monitored using the homologated torque sensors fitted on each driveshaft. 

• The Power=f(N) curve will be calculated with the following formula: 
 

The reference engine speed “N” [rpm] will also be taken at time “t”. M refers to the torque [Nm]. 
Power(t) [kW], N(t) and the remaining channels sampling and filtering as detailed in the electronic kit. This 
calculated power curve will be compared to the maximum power specified in the BoP using the logic 
described in the graphs below. To cover any uncontrolled or unexpected exceeding of the power limit, a 
maximum integral above this limit in kJ will be permitted provided it decreases by a constant slope in 
kJ/s when power remains below the threshold (see specific Control Diagrammes for details). The main 
channel used for monitoring will be PPUIllegal. 
 

MAXIMUM POWER CONTROL 

 
  

 

mailto:bjugant@fia.com
https://fiabox.fia.com/views/public/lienPublic.xhtml?id=12463&hash=f0a6566e8dd02ff7dd09a95c9cb6a89c50683e4a
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Strategies that result in power levels exceeding the maximum limit (as defined in the Control Diagram) 
are not permitted. 

The Control Diagram is used to assist the monitoring of the compliance with the technical and sporting 
regulations and are available at the following link. Access to the document is protected by a password 
which can be requested from FIA Sport at bjugant@fia.com. 

 

https://fiabox.fia.com/views/public/lienPublic.xhtml?id=12464&hash=368427e860541ecd282379be2690116
7ae34f335 

 
These Control Diagram (algorithms) may be subject to change if necessary. 

 

 
 
Backup mode: 
 
In the event of a torquemeter failure (whether due to torquemeter sensor running outside his specification, 
overtemperature, over torque, … or in case the sensor signal is frozen) the backup control system shall be 
used. 
The backup control is engine-type dependent and implies a power performance deficit of the engine of 5%. 

- Naturally aspirated engine: The control is carried out based on the maximum fuel flow value 
supplied by the engine control unit (ECU). See page 2 of Control Diagrammes. 

- Turbocharged engine: The control is carried out based on a max boost pressure. See page 3 of 
Control Diagrammes. 

 
All other engine parameters must be operated in accordance with the engine datasheet. 
 
The FIA Technical Delegate reserves the right to seal all electronic components of the car in order to ensure 
full control of the electronic setup and to verify that all CAN parameters required to be transmitted to the FIA 
logger are accurate and reliable. 
  

Notice: 
The Control Diagram is protected by copyright owned by the FIA. The Control Diagram is for the competitor’s 
internal use only and not for public/external publication. Access to the Control Diagram and related materials 
(“Control Diagram Materials”) is restricted to individuals who have been expressly authorised by the FIA 
(“Authorised Users”). By accessing these Control Diagram, you agree to keep confidential the Control Diagram 
Materials and all information contained therein. You agree not to reproduce, distribute, or share any Control 
Diagram Materials with any individuals who are not currently Authorised Users, unless prior approval has been 
granted by the FIA. Any Authorised User will be held liable for any unauthorised reproduction, disclosure or sharing 
of any information provided in the Control Diagram Materials, or for any failure to adequately safeguard such 
information. 
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FIA Telemetry system 
 

The Competitors must use the FIA telemetry system (LTE technology) as specified by the FIA and supplied 
by Marelli. 

The technical specifications of the FIA telemetry system, including the Datasheet and CAD file, are provided 
within the Electronic Kit (refer to the link indicated on page 1 of Technical Bulletin 1). 

The FIA telemetry system shall be installed in full compliance with the applicable instructions (*) and must 
always remain fully operational throughout the Competition. 

The weight of the system is included in the minimum BoP weight of the car. 

The FIA telemetry system shall be installed on the car prior to scrutineering. 

 

 
Luca Gibello 
FIA Technical Delegate 

 
 

 
 

(*) Note: 
While the datasheet within the telemetry folder of the electronics pack clearly states it should be placed on the roof 
of the car, the antenna can also be installed within the cockpit. In this case, it must be installed beneath a 
transparent glazed surface (windscreen or rear window) and positioned to ensure the optimum exposure to the 
sky. Installation must be validated by the FIA Technical Delegate. 


